CARIDDI

ombrellone tradizionale piscina | traditional swimming pool umbrella
traditioneller Schwimmbad-Sonnenschirm

BICOLOUR

(EN]

- asta in alluminio anodizzato @ 35 mm - anodized aluminium pole @ 35 mm

- giunto con bloccaggio a pulsante - joint with blocking button system

- componenti in nylon - nylon components

- 8 stecche in acciaio zincate e verniciate bianco ) 42 mm - 8 zinc-plated and white varnished steel ribs @ 42 mm
- tessuto e bordo in acrilico tinto in massa - "solution dyed acrylic" fabric and border

- Mast aus eloxiertem Aluminium @ 35 mm

- Verbindung mit einem Blockiersystem durch Drucktaste
- Nylonbestandteile

- 8 Streben aus verzinktem und weiBlackiertem Stahl ) 42 mm
- Stoff und Saum aus disengefarbter Acrylfaser
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selvedge flounce windproof PVC cover 110 cm plate"guscio” 90 cm base art. B23
flounce with border chimney column and joint p.53

¢ 180 cm art. CA18 (130 cm) (35 kg)

® 200 cm art. CA20 (130 cm) (35 kg)
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packing - volume packing - volume
A B C C1l D E
® 180 cm 130 cm 85 cm 12 cm 16 cm 175 cm 165 cm kg.430| pz.6 |m?0,11| pz. 65 |m® 1,41
® 200 cm 130 cm 78 cm 12 cm 16 cm 180 cm 167 cm kg.4,50| pz.6 |m®011| pz.65 |m®141
struttura A+ C base in cemento art. B23-B24 telaio - 8 stecche puntina bloccaggio a pulsante camino antivento
structure A+ C cement base art. B23-B24 frame - 8 ribs rib tip button blocking system wind-proof chimney
Gestell A+ C Betonstéanderart. B23-B24  Gestell - 8 Streben Nadel Blockiersystem durch Drucktaste  Windkamin
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und Zubehdr fur | pagoda and cariddi |




BEACH

campioni di tessuti e bordi
samples of fabrics and borders
Stoffe und Saume Muster

@

ACRYLIC

L )

ECS

CRONO

ZEFIRO

NARCISO

PEGASO

POSEIDON

PAGODA

CARIDDI

ICARO

DEDALO

FEBE



am6/10 15/1
am6/118

am6021/2 it am6021/1

am6/100

amb/1ll ST amb/34

amb/112

am6/114

am6/20

am6/119

=

am6021/3

campioni di tessuti | samples of fabrics | Stoffe Muster
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campioni di bordi | samples of borders | Saume Muster




TECHNICAL DAIA - BEACH

Composizione
Fibre analysis

Costruzione
Construction

Titolo
Yarn number

Altezza
Width

Peso
Weight

Finissaggio (trattamento Cleangard)
Finishing (Cleangard treatment)

Resistenza all'abrasione (UNI EN ISO 5470-2:2004)
Rubber test (UNI EN ISO 5470-2:2004)

Resistenza alla luce (UNI EN ISO 105-B02:2014)
Colour fastness to light (UNI EN I1SO 105-B02:2014)

Resistenza alle intemperie (UNI EN ISO 105-B04:2000)

Colour fastness to weather condition (UNI EN ISO 105-B04:2000)

don't iron

don't bleach

E dry cleaning is not allowed

Bt | M

100% fibra acrilica tinta in massa
100% Solution dyed acrylic fabric

ordito 27 fili/cm - trama 14 fili/cm
warp 27 threads/cm - weft 14 threads/cm

ordito mN 2/34 - trama mN 2/34
warp mN 2/34 - weft mN 2/34

116/140/152 cm
116/140/152 cm

260 g/m?
260 g/m?

morbido e idro-oleorepellente
soft finishing, water and oil repellent

> 20.000 cicli
> 20.000 cycles

7/8
7/8

7/8
7/8

==

only cold washing is permitted

cold hand washing is permitted

don't use pressure-washer
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ACRYLIC

Tested for harmful substances
according to Oeko-Tex Standard 100
Test-No. D05-0212 Fl Hohenstein
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